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Quadro Varco je produkt, ktery umozriuje pocitani vstupti a vyjezdl z oblasti nebo podoblasti na celém parkovisti.
Se softwarem pro systém rizeni parkovani je mozné nastavit zpsoby fungovani zavory.
Zarizeni mUze spravovat az 2 brany

www.bft-automation.com



QUADRO VARCO

URBAN

ACCESS AUTOMATION

ESPAS 30 ULTRA

QUADRO VARCO

Kod Ci Nazev

FP208002 2606020 QUADRO VARCO

Napajeci napéti

Max. spotreba energie
Provozni teplota
Velikosti

Standardni
komunikacni rozhranf
Stupen ochrany

Popis
Quadro Varco je produkt, ktery umazriuje pocitani vstupl a vyjezdu z oblast
nebo podaoblasti na celém parkovisti.

QUADRO VARCO
230 VAC £10%, 50Hz-60Hz
70W
-10+50°C
316 x 356 x 188 mm

RS485
P57

DOPORUCENE PRISLUSENSTVI

Cp D110945 - € 2607227

Cp D141784 - €1 2607232

o MAGNETIC LOOP 5MT o MAGNETIC LOOP 8MT
Vysoce citliva pfedem zapojena magneticka smycka (10 m konec Vysoce citliva pfedem zapojena magneticka smycka (10 m konec

x 5 m smycka)

Cp D113999 - Gi 2605754
LOOP DETECTOR LITE

Cp 354080 - Gi 2607023

PRESENCE AND SAFETY DETECTOR- LASER LOOPS
Laserovy detektor pritomnosti a bezpecnostni detektor. Pouziva n Laserovy bezpeCnostnl detektor. Pouzvd se v kombinaci s

Cp 354071 - Ci 2604477
LBA FIXING BRACKET

Upevriovaci drzék pro LASEROVY DETEKTOR pro montéze na
strop nebo sloupek.

2kandlovy smyckovy detektor, 24 V stridavy proud, az 4
frekvence na kanal pro instalace smy¢ky zavirani, nastavitelna
citlivost, funkce posilenf pro zvyseni citlivosti

se jako alternativa magnetickych smycek. Obsahuije jeden vstup a
dva reléoveé vystupy. Maximalni rozsah detekce: 9.9 m x 5,9 m.
Napajeni 10-35 V stejnosmerny proud.

x 8 m smycka)

Cp D113948 - Gi 2605737
G LOOP DETECTOR PRO

2kandlovy smyckovy detektor, 24 V stejnosmeérny
proud/stridavy proud, az 4 frekvence na kandl pro instalace
smycky zavirani, nastavitelna citlivost, funkce posilenf pro
zvyseni citlivosti. Detekce sméru.

Cp 394073 - Gi 2604478
LASER SAFETY SENSOR
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magnetickymi smyckami, aby bylo mozné pridat dalsf
bezpecnostni zafizeni (napr-: pro chodce). Zahrnuje dva reléove
vystupy. Maximalni rozsah detekce: 5 m x 5 m. Napdjeni 10-35 V
stejnosmeérny proud.

Cp 354075 - Gi 2607020
LASER DETECTOR REMOTE CONTROL

Dalkove ovladani pro nastaveni bezpe¢nostniho laserového
detektoru a laserového detektoru prtomnosti a bezpe¢nostniho
detektoru.

www.bft-automation.com



INFORMATION REGARDING THE PROTECTION OF THE INDUSTRIAL AND INTELLECTUAL PROPERTY RIGHTS OF BFT. BFT Sp.A. protects its industrial
property by depositing trademarks, patents, models and designs. The intellectual property of BFT Sp.A. is protected by copyright law. BFT Sp.A. also
protects its know-how by taking measures to protect the technical and commercial information inherent in its company and products. All the
products in this catalogue are ORIGINAL BFT MODELS and only BFT Sp.A is authorised to produce them and market them anywhere in the world. All
the commercial names in this catalogue are owned by BFT Sp.A., and only BFT Sp.A. is authorised to use them in relation to the corresponding
merchandise category. FALSIFIERS WILL BE PROCEEDED AGAINST IN ACCORDANCE WITH BOTH CIVIL AND CRIMINAL LAW. THESE CONDITIONS NOT
ONLY GUARANTEE THE INTELLECTUAL PROPERTY RIGHTS OF BFT, BUT ALSO PROTECT CUSTOMERS BY GUARANTEEING THAT THE PRODUCTS
THEY ARE PURCHASING ARE ORIGINAL BFT PRODUCTS RESULTING FROM STUDIES AND DESIGNS WITHIN THE BFT COMPANY.
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