
maximum allowed distance between 
the center of the hinge and the 
edge of the column is 18 inches
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fix the igea's mounting bracket  of an ¾
inch from the inside corner of the 
column using the appropriate 
anchoring hardware for the surface 
and/or column construction

MOUNT THE OPERATOR TO THE BRACKET SO THAT THE GEARBOX END  IS CLOSER TO THE GATE AND THE MOTOR IS AWAY 
FROM THE GATE. the BOTTOM PLASTIC ENCLOSURE MUST BE “SANDWICHED” BETWEEN OPERATOR AND THE BRACKET.
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right ARTICULATED ARM

Assemble the articulated arm as shown in the illustration below

the mounting bracket must be level. 
if installing to an uneven surface, 
use threaded anchors and nuts 
between the bracket and the 
surface IN ORDER TO LEVEL IT.

fully extend the arm. the operator's shaft, the 
arm's pivot point, and the arm's attach point to 
the gate bracket should be in a straight line. 
with the gate In its fully closed position, mark 
the spot where the gate bracket lands on the 
gate. left gate right gate

drill the holes for the bolts (not included) that hold the gate 
bracket, at the end of the slot closest to the hinge side of the gate.

gate bracket
attach the bracket to the gate. if additional closing travel 
or pressure is needed, slide the gate bracket towards the 
hinge side of the gate until desired setting is reached,

next:

left-side operators  keep in the –

fully closed position

right-side operators  manually –

open to the desired limit.

continued on other side...

Igea BT Quick Installation
Tech Support: 1-561-995-8155
U.S. Toll free: 1-877-995-8155
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set the lower limit cam 
over the limit shaft. 

turn the cam counter-clockwise 
until it triggers the micro-switch 
and secure to shaft with provided 
screws

set the upper limit cam 
over the lower limit 
cam.



next:
left-side operators  manually –
open the gate to its fully open 
position

right-side operators  –
manually close the gate to its 
fully closed position

turn the cam clockwise until it 
triggers the micro-switch and 
secure to lower limit cam with 
provided screws and flat 
washers



on right side operators, connect 
the white wire to terminal 1, the 
red wire to terminal 2, and the 
black wire to terminal 3 on the 
operator's motor board

on left side operators, connect 
the white wire to terminal 1, the 
black wire to terminal 2, and the 
red wire to terminal 3 on the 
operator's motor board

single unit are shipped as right-side operators. for left-side, re-
assemble the locking mechanism as shown in the drawing. pay 
close attention to part “c”. the groove that slides into the ridge 
on part “d” must be the one labeled “l” for left, or “r” for right.

when installing the cover, slide the front of the cover first so that 
the nipple of part “d” slides into the release mechanism as shown 
below

secure the cover by installing supplied screws 
to all 4 corners

once you have connected and powered the 
motors to the control board following 
its instructions, you might need to fine 
tune the limits. when the gate is fully 
closed, the arm should be fully extended. 
make your final close limit adjustment by 
sliding the gate bracket.
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connect the motor that opens 
first to terminals 3, 4 & 5. 
Connect the motor that closes 
first to terminals 6, 7 & 8


