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Stanice ESPAS 20-SA kombinovana s elektromechanickou zavorou je zafizeni pro kontrolu vstupniho nebo vystupniho priijezdniho bodu parkovisteé.
Systém funguje v samostatném rezimu a neni vyzadovana elektroinstalace mezi riiznymi soucéstmi parkovisteé.
Stanice mUze spravovat bezdotykové karty pro operdtory.

ESPAS 20-SA
Napdjeci napeti 230 VAC +10%, 50Hz-60Hz
Max. spotreba energie 200W
Spotreba energie v
pohotovostnim 70W
rezimu
Provozni teplota -20+50°C
Velikosti 1265 x 341 x 315 mm
Hrubd hmotnost 60 kg
Eta”da.r dni” ) RS485
omunikacni rozhrani
Standardni barva RAL7015
Material Skrifi z oceloveho plechu FE360B o tloustce 2,0 mm;
predni panel z polykarbonatu odolného proti opotrebeni a poskraban,
Kod Nazev Spréava karet operatora Spréava piikazl zavory Ctecka karet RFID Sbérnice intercomu
P211E20AT ESPAS 20-SA [ } ( } [ ]
P211E20A10 ESPAS 20-SA CIT-BUS ( ] ( } [ ] ( ]
DOPORUCENE PRISLUSENSTVI
Cp 21261~ Gi 2606001 Cp D110945 - Ci 2607227
m KIT STATIONS ANCHOR BASE o MAGNETIC LOOP 5MT
5= Zakladna pro ukotveni sloupu pro vstupni/vystupni terminaly Vysoce citliva predem zapojena magneticka smycka (10 m
20/30 konec x 5 m smycka)
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DOPORUCENE PRISLUSENSTVI

o

Cp D141784 - €1 2607232
MAGNETIC LOOP 8MT

Vysoce citliva predem zapojena magneticka smycka (10 m
konec x 8 m smycka)

Cp 385251 - G 2604460
TRAFFIC LIGHT 2 LED 100MM

Semafor se dvéma LED svétly (¢ervend - zelend) s vysokym
jasem pro regulaci tranzitu. Kompletni's LED lampami. Primeér
100 mm

Cp 385256 - G 2604461
TRAFFIC LIGHT 3 LED 100MM

Semafor se tfemi LED svétly (Cervena - cervend - zelend) s
vysokym jasem pro regulaci tranzitu. Kompletni s LED
lampami. Primer. 100 mm

Cp D413530 - Gi 2605794
BUS HEIGHT PEDESTAL 600MM

vyska podstavce 600 mm, s dvefmi pro sloupek
vstupu/vystupu

Cp D113999 - Gi 2605754
LOOP DETECTOR LITE

2kanalovy smyckovy detektor, 24 V stridavy proud, az 4
frekvence na kandl pro instalace smyeky zavirani, nastavitelna
citlivost, funkce posilenf pro zvyseni citlivosti

Cp 354073 - Gi 2604478
LASER SAFETY SENSOR

Laserovy bezpecnostni detektor. Pouziva se v kombinaci s
magnetickymi smyckami, aby bylo mozné pridat dalsf
bezpecnostni zafizeni (napr-: pro chodce). Zahrnuije dva reléove
vystupy. Maximalnf rozsah detekce: 5 m x 5 m. Napdjeni 10-35
V stejnosmeérny proud.

Cp 394160 - Gi 2604482
PALO 260 H3600

Podpérny sloup z galvanizované oceli pro panely a semafory.
Prédm. 60 mm -h 3 600 mm

Cp D121711 - Gi 2605801
HEATER UNIT

Jednotka ohrivace 60 W pro interni instalaci stanice/POF na listu

DIN
@ Cp PBO0O174 - €I 2451276
TRAFFIC LIGHT 2 LED 200MM

Two LED lights (red/green), high brightness racing-style traffic
light system for controlling movements. With LED bulbs.
Diameter 200mm.

Cp D413445 - Gi 2605753
TRUCK HEIGHT PEDESTAL 800MM

vyska podstavce 800 mm, s dvermi pro sloupek
vstupu/vystupu

Cp D113948 - Ci 2605737
LOOP DETECTOR PRO

2kanalovy smyckovy detektor, 24 V stejnosmeérny
proud/stridavy proud, az 4 frekvence na kanal pro instalace
smycky zavirani, nastavitelna citlivost, funkce posileni pro
zvyseni citlivosti. Detekce sméru.

Cp 354080 - Ci 2607023
PRESENCE AND SAFETY DETECTOR- LASER LOOPS

Laserovy detektor pritomnosti a bezpe¢nostni detektor. Pouziva
se jako alternativa magnetickych smycek. Obsahuije jeden vstup
a dva reléoveé vystupy. Maximalni rozsah detekce: 9.9 m x 9.9
m. Napdjeni 10-35 V stejnosmérny proud.

Cp 354075 - €Gi 2607020
LASER DETECTOR REMOTE CONTROL

Délkové ovladani pro nastaveni bezpe¢nostniho laserového
detektoru a laserového detektoru prtomnosti a
bezpecnostniho detektoru.
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INFORMATION REGARDING THE PROTECTION OF THE INDUSTRIAL AND INTELLECTUAL PROPERTY RIGHTS OF BFT. BFT Sp.A. protects its industrial
property by depositing trademarks, patents, models and designs. The intellectual property of BFT Sp.A. is protected by copyright law. BFT Sp.A. also
protects its know-how by taking measures to protect the technical and commercial information inherent in its company and products. All the
products in this catalogue are ORIGINAL BFT MODELS and only BFT Sp.A is authorised to produce them and market them anywhere in the world. All
the commercial names in this catalogue are owned by BFT Sp.A., and only BFT Sp.A. is authorised to use them in relation to the corresponding
merchandise category. FALSIFIERS WILL BE PROCEEDED AGAINST IN ACCORDANCE WITH BOTH CIVIL AND CRIMINAL LAW. THESE CONDITIONS NOT
ONLY GUARANTEE THE INTELLECTUAL PROPERTY RIGHTS OF BFT, BUT ALSO PROTECT CUSTOMERS BY GUARANTEEING THAT THE PRODUCTS
THEY ARE PURCHASING ARE ORIGINAL BFT PRODUCTS RESULTING FROM STUDIES AND DESIGNS WITHIN THE BFT COMPANY.
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