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Code Name Beschreibung
TUVA integrated UHF antenna, 6m range pole mounted. Black/white list onboard Easy
to use and easy to install Very high performances Robust and weatherproof design, IP
pilkte Uit 66 Extended read-range, up to 6m (20ft) Identification by means of white list / black
list
TUVA Lite integrated UHF antenna , 6mtr range pole mounted. Easy to use and easy
D114173 TUVALITE @

Operating frequencies

to install High performance and read speed Warks with passive tags Weatherproof

TUVA

865.6 = 867.6 MHz

TUVALITE

865.6 = 867.9 MHz

(EV)
Operating frequencies
(US) 902.75 + 925.25 MHz 902.75 + 927.25 MHz
Reading distance Uptobm Uptobm
GrofRen 300x300x60 mm 255x255x35 mm
Gewicht 2,30kg 2,20 kg
Power(EU) (erp)2w W
Power (US) (eirp)4aw W
Schnittstelle RS-232. RS-485. Wiegand RS-232. RS-485. Wiegand
Versorgungsspannung Vdc 100-240V - 9VDC Vdc
Leistungsaufnahme 10:12 W 1w
Betriebstemperatur X i
(max.) -40+60°C -20+70°C
Anzahl der digitalen ) )
Eingénge 3 isolated inputs
Anzahl der digitalen )
Ausgéinge 3 isolated outputs shared
Anzahl der
Relaisausginge 1relay output, 60VDC, 2A
EMPFOHLENER ZUBEHOR
@ 145025 - UHF WINDSHIELD TAG o @ D141860 - UHF WINDSHIELD TAG BFT
TUVA-Plakette (Armaturenbrett) B g  TUVAUHF windshield tag BFT

PB00146 - UHF ISOCARD TAG - 25pcs
@ PS75093 - KIT POWER SUPPLY NEA LITE / TUVA LITE

NEA LITE / TUVA LITE power supply kit: junction box IP56 and
PGs, power supply 12VDC din rail mounting

ISOCARD-Tag fur TUVA UHF. Kit mit 25 Tags.
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